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LeKePiping GOST 8732-78 | SEAMLESS HOT-WORKED STEEL PIPE SIZES

UDC 669.14-462.3:006.354 Group B62
USSR STATE STANDARD

SEAMLESSHOT-WORKED STEEL PIPES GOST
Range of Sizes 8732-78
(CMEA Standard
1481-78)

OKP (All-Union Product Classification Code) 13 1200, 13 1700, 13
1900

Validity term from 01.01.79
until 01.01.94

1. This Standard applies to hot-worked seamless steel pipes of general purpose,
manufactured by outside diameter, wall thickness and length.

(Amended Wording, Amendment No. 1, 2)

2. The dimensions and mass of 1 m of pipes shall meet those given in tab. 1.
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LeKePiping GOST 8732-78 | SEAMLESS HOT-WORKED STEEL PIPE SIZES

Table 1
Outside Mass of 1 m of pipes, kg, at wall thickness, mm
dlafnnr‘:er’ 25 | 26¢ | 28 3 32% | 35 4 45 5 55 6 (6.5) 7 (1.5) 8
20% 108 | 112 | 119 | 126 | 133 | 142 | 158 : - - : - - - -
21.3% 116 | 120 | 122 | 135 | 143 | 154 | 171 i ; ; i ; ; ; ;
20 120 | 124 | 133 | 141 | 148 | 160 | 178 i ; ; i ; ] ; ;
25 139 | 144 | 153 | 163 | 172 | 186 | 207 | 228 | 247 | 265 | 281 | 297 | 311 | 324 | 335
26.9% 150 | 156 | 166 | 177 | 187 | 202 | 225 | 249 | 270 | 290 | 3.090 | 327 | 343 | 359 | 383
28 157 | 163 | 174 | 185 | 196 | 211 | 237 | 262 | 284 | 305 | 326 | 345 | 363 | 379 | 3.95
30+ 170 | 176 | 188 | 200 | 212 | 229 | 257 | 283 | 308 | 332 | 355 | 377 | 397 | 416 | 434
31.8% 181 | 1.86 | 200 | 213 | 226 | 244 | 274 | 303 | 330 | 357 | 382 | 405 | 428 | 449 | 4.69
32 182 | 188 | 202 | 215 | 227 | 246 | 276 | 305 | 333 | 359 | 385 | 409 |432 453 | 474
33.7% 192 | 199 | 213 | 227 | 241 | 261 | 293 | 324 | 354 | 382 | 410 | 436 | 461 | 484 | 507
35+ 200 | 208 | 222 | 237 | 251 | 272 | 306 | 339 | 370 | 400 | 420 | 457 | 483 | 509 | 533
38 219 | 227 | 243 | 259 | 275 | 298 | 335 | 372 | 407 | 441 | 474 | 505 | 535 | 564 | 592
407 231 | 240 | 257 | 274 | 290 | 315 | 355 | 394 | 432 | 468 | 503 | 537 | 570 | 601 | 631
42 244 | 253 | 271 | 289 | 306 | 332 | 375 | 416 | 456 | 495 | 533 | 569 | 601 | 638 | 671
42.4% 246 | 255 | 273 | 291 | 309 | 336 | 379 | 420 | 461 | 500 | 538 | 575 | 611 | 645 | 679
44.5% 259 | 269 | 288 | 307 | 326 | 354 | 400 | 444 | 487 | 529 | 570 | 609 | 647 | 684 | 720
45 262 | 272 | 291 | 311 | 330 | 358 | 404 | 449 [ 493 | 536 | 577 | 617 | 656 | 694 | 730
48.3+ 282 | 293 | 314 | 335 | 358 | 387 | 437 | 486 | 534 | 58 | 626 | 670 | 713 | 754 | 795
50 203 | 304 | 326 | 348 | 369 | 401 | 454 | 505 | 555 | 604 | 651 | 697 | 742 | 786 | 829
51+ - ) - 355 | 377 | 410 | 464 | 516 | 567 | 617 | 665 | 7.13 | 760 | 8.04 | 848
54 - 377 | 401 | 436 | 493 | 549 | 604 | 658 | 710 | 761 | 811 | 860 | 9.08
57 - ; - 400 | 425 | 462 | 523 | 58 | 641 | 699 | 755 | 810 | 863 | 916 | 967
60% - . - 422 | 448 | 488 | 552 | 616 | 678 | 739 | 799 | 858 | 915 | 971 | 1026
60.3* - - - 424 | 450 | 490 | 555 | 619 | 682 | 743 | 803 | 862 | 920 | 976 | 1032
63.5 - - - 448 | 476 | 518 | 587 | 655 | 721 | 787 | 851 | 9.14 | 975 | 1036 | 1095
68 - ; - 481 | 511 | 557 | 631 | 705 | 777 | 848 | 917 | 986 | 1053 | 11.19 | 11.84
70 ; ; - 496 | 527 | 574 | 651 | 727 | 802 | 875 | 947 | 1018 | 1088 | 11.56 | 12.23
73 ; ; - 518 | 551 | 600 | 681 | 760 | 839 | 916 | 991 | 1066 | 1139 | 12.12 | 12.82
76 - ; - 540 | 574 | 626 | 7.10 | 794 | 876 | 956 | 1036 | 11.14 | 11.91 | 12.67 | 13.42
82.5% : : : : ; 682 | 774 | 866 | 956 | 1044 | 1132 | 1218 | 13.03 | 13.87 | 1470
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LeKePiping GOST 8732-78 | SEAMLESS HOT-WORKED STEEL PIPE SIZES

Table I(cont.

Outside Mass of 1 m of pipes, kg, at wall thickness, mm
diameter, | 235 2.6% 2.8 3 3.2% 35 4 4.5 5 5.5 6 (6.5) 7 (7.5) 8

mm

83 - - - - - 6.86 7.79 8.71 9.62 10.51 | 11.39 | 1226 | 13.12 | 13.96 | 14.80
89 - - - - - 7.38 8.39 9.38 1036 | 11.33 | 12.28 | 13.23 | 14.16 | 15.07 | 1598
95 - - - - - 7.90 8.98 10.04 | 11.10 | 12.14 | 13.17 | 14.19 | 15.19 | 16.18 | 17.16
102 - - - - - 8.50 9.67 10.82 | 11.96 | 13.09 | 14.21 15.31 16.40 | 17.48 | 18.55
104%* - - - - - - 9.86 11.04 | 12.21 13.36 | 1450 | 15.63 | 16.74 | 17.85 | 18.94
108 - - - - - - 1026 | 11.49 | 12,70 | 13.90 | 15.09 | 1627 | 17.44 | 1859 | 19.73
114 - - - - - - 10.85 | 12.15 | 1344 | 1472 | 1598 | 17.23 | 1847 | 19.70 | 2091
121 - - - - - - 11.54 | 1293 | 1430 | 15.67 | 17.02 | 1835 | 19.68 | 20.99 | 22.29
127 - - - - - - 12.13 | 13.60 | 15.04 | 1648 | 17.90 | 1932 | 20.72 | 22.10 | 2348
133 - - - - - - 1273 | 1426 | 1578 | 17.29 | 18.79 | 20.28 | 21.75 | 23.21 | 24.66
140 - - - - - - - 15.04 | 16.55 | 18.24 | 19.83 | 21.40 | 2296 | 24.51 | 26.04
146 - - - - - - - 15.70 | 17.39 | 19.06 | 20.72 | 2236 | 24.00 | 25.62 | 27.23
152 - - - - - - - 16.37 | 18.13 | 19.87 | 21.60 | 23.32 | 25.03 | 26.73 | 2841
159 - - - - - - - 17.15 | 18.99 | 20.82 | 22.64 | 2445 | 2624 | 28.02 | 29.79
165% - - - - - - - - 19.73 | 21.63 | 23.53 | 2541 | 27.28 | 29.13 | 30.97
168 - - - - - - - - 20.10 | 22.04 | 2397 | 2589 | 27.79 | 29.69 | 31.57
178%* - - - - - - - - 21.33 | 23.40 | 2545 | 27.49 | 29.52 | 31.53 | 33.54
180 - - - - - - - - 21.58 | 23.67 | 25.75 | 27.81 | 29.87 | 31.91 | 33.93
194 - - - - - - - - 2331 | 2557 | 27.82 | 30.06 | 3228 | 34.50 | 36.70
203 - - - - - - - - - - 29.15 | 31.50 | 33.84 | 36.16 | 38.47
219 - - - - - - - - - - 31.52 | 34.06 | 36.60 | 39.12 | 41.63
245 - - - - - - - - - - - 38.23 | 41.09 | 43.93 | 46.76
273 - - - - - - - - - - - 42772 | 4592 | 49.11 | 52.28
299 - - - - - - - - - - - - 5392 | 5741
324% - - - - - - - - - - - - 5854 | 62.34
325 - - - - - - - - - - - - 5873 | 62.54
351 - - - - - - - - - - - - - - 67.67
356* - - - - - - - - - - - - - 68.66
377 - - - - - - - - - - - - - -
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LeKePiping GOST 8732-78 | SEAMLESS HOT-WORKED STEEL PIPE SIZES

Table I(cont.)

Outside Mass of 1 m of pipes, kg, at wall thickness, mm
diameter, 25 2.6% 2.8 3 3.2% 35 4 4.5 5 55 6 (6.5) 7 (7.5) 8
mm
402 - - - - - - - - - - - - - - -
406* - - - - - - - - - - - - - - -
426 - - - - - - - - - - - - - - -
450 - - - - - - - - - - - - - - -
457* - - - - - - - - - - - - - - -
(465) - - - - - - - - - - - - - - -
480 - - - - - - - - - - - - - - -
500 - - - - - - - - - - - - - - -
508%* - - - - - - - - - - - - - - -
530 - - - - - - - - - - - - - - -

(550) - - - - - - - - - - - - -

Table I(cont.)

QOutside Mass of 1 m of pipes, kg, at wall thickness, mm

diameter, (8.5) 9 (9.5) 10 11 12 (13) 14 (15) 16 17 18
mm

20* - - - - - - - - - - - -
21.3% - - - - - - - - - - - -
22* - - - - - - - - - - - -
25 - - - - - - - - - - - -
26.9% - ; - - ; ; ; - - ; ; -
28 - - - - - - - - - - - -
30* - - - - - - - - - - - -
31.8% - ; - - ; ; ; - - ; ; -
32 - - - - - - - - - - -
33.7% - - - - - - - - - - - -

8 LSOO
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GOST 8732-78 | SEAMLESS HOT-WORKED STEEL PIPE SIZES

Table I (cont.

Outside Mass of 1 m of pipes, kg, at wall thickness, mm

diameter, (8.5) 9 9.5) 10 11 12 (13) 14 (15) 16 17 18
mm
35 - - - - - - - - - - - -
38 - - - - - - - - - - - -
40 - _ - - _ _ - - - _ - -
42 7.02 7.32 7.61 7.89 - - - - - - - -
42 4% 7.10 7.41 7.71 7.99 - - - - - - - -
44.5% 7.54 7.88 8.20 8.51 - - - - - - - -
45 7.65 7.99 8.32 8.63 - - - - - - - -
48.3% 8.34 8.72 9.09 9.44 - - - - - - - -
50 8.70 9.11 9.49 9.87 - - - - - - - -
51%* 8.91 9.32 9.72 10.11 - - - - - - - -
54 9.54 9.99 10.43 10.85 11.67 - - - - - - -
57 10.17 10.65 11.13 11.59 12.48 13.32 14.11 - - - - -
60 10.80 11.32 11.83 12.33 13.29 14.21 15.07 15.88 - - - -
60.3% 10.86 11.38 11.90 12.40 13.37 14.29 15.16 15.98 - - - -
63.5 11.53 12.10 12.65 13.19 14.24 15.24 16.19 17.09 - - - -
68 12.47 13.10 13.71 14.30 15.46 16.57 17.63 18.64 19.61 20.52 - -
70 12.89 13.54 14.17 14.80 16.01 17.16 18.27 19.33 20.35 21.31 - -
73 13.52 14.21 14.88 15.54 16.82 18.05 19.24 20.37 21.46 22.49 23.48 24.42
76 14.15 14.87 15.58 16.28 17.63 18.94 20.20 21.41 22.57 23.68 24.74 25.75
82.5% 15.51 16.31 17.10 17.88 19.40 20.86 22.28 23.65 24.97 26.24 27.46 28.63
83 15.62 16.43 17.22 18.00 19.53 21.01 22.44 23.82 25.16 26. 11 27.67 28.85
89 16.88 17.76 18.63 19.48 21.16 22.70 24.37 25.90 27.37 28.81 30.19 31.52
95 18.13 19.09 20.03 20.96 22.79 24.56 26.29 27.97 29.59 31.17 32.70 34.18
102 19.60 20.64 21.67 22.69 24.69 26.63 28.53 30.38 32.18 33.93 35.64 37.29
104* 20.02 21.09 22.14 23.18 25.23 27.23 29.17 31.07 32.92 34.72 36.47 38.18
108 20.86 21.97 23.08 24.17 26.31 28.41 30.46 32.46 34.40 36.30 38.15 39.95
114 22.12 23.31 2448 25.65 27.94 30.19 32.38 34.53 36.62 38.67 40.67 42.62
121 23.58 24.86 26.12 27.37 29.84 32.26 34.62 36.94 39.21 41.63 43.60 45.72
127 24.84 26.19 27.53 28.85 31.47 34.03 36.55 39.01 41.43 43.80 46.12 48.39
133 26.10 27.52 28.93 30.33 33.10 35.81 38.47 41.09 43.65 46.17 48.63 51.05
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GOST 8732-78 | SEAMLESS HOT-WORKED STEEL PIPE SIZES

Table I(cont.)
Outside Mass of 1 m of pipes, kg, at wall thickness, mm
diameter, (8.5) 9 9.5) 10 11 12 (13) 14 (15) 16 17 18
mm

140 27.57 29.08 30.57 32.06 35.00 37.88 40.72 43.50 46.24 48.93 51.57 54.13
146 28.82 30.41 31.98 33.54 36.62 39.66 42.64 45.57 48.46 51.30 54.08 56.82
152 30.08 31.74 33.39 35.02 38.25 41.43 44.56 47.65 50.68 53.66 56.60 59.48
159 31.55 33.29 35.03 36.75 40.15 43.50 46.81 50.06 53.27 56.43 59.53 62.59
165% 32.80 34.62 36.43 38.22 41.78 45.29 48.73 52.19 55.49 58.79 62.04 65.25
168 33.44 35.29 37.13 38.97 42.59 46.17 49.69 53.17 56.60 59.98 63.31 66.59
178%* 35.53 37.51 39.47 41.43 45.30 49.13 52.90 56.62 60.30 63.92 67.49 71.02
180 35.95 37.95 39.95 41.93 45.85 49.72 53.54 57.31 61.04 64.71 68.34 71.91
194 38.89 41.06 43.23 45.38 49.64 53.86 58.03 62.15 66.22 70.24 74.21 78.13
203 40.77 43.00 45.33 47.60 52.09 56.52 60.91 65.25 69.55 73.79 77.98 82.12
219 44.13 46.61 49.08 51.54 56.43 61.26 66.04 70.78 75.46 80.10 84.69 89.23
245 49.58 52.38 55.17 57.95 63.48 68.95 74.38 79.76 85.08 90.36 95.59 100.77
273 55.45 58.60 61.73 64.86 71.07 77.24 83.36 89.42 95.44 101.41 107.33 113.20
299 60.90 64.37 67.83 71.27 78.13 84.93 91.69 98.40 105.06 111.67 118.23 124.74
324 66.13 69.91 73.68 77.44 84.91 92.33 99.71 107.03 114.31 121.53 128.70 135.83
325 66.35 70.14 73.92 77.68 85.18 92.63 100.03 107.38 114.68 121.93 129.13 136.28
351 71.80 75.91 80.01 84.10 92.23 100.32 108.36 116.35 124.29 132.19 140.03 147.82
356* - 77.02 81.17 85.33 93.59 101.80 109.97 118.08 126.14 134.16 142.11 150.04
377 - 81.68 86.10 90.51 99.29 108.02 116.70 125.33 133.91 142.45 150.93 159.36
402 - 87.23 91.96 96.67 106.07 11542 124.71 133.96 143.16 152.31 161.41 170.46
406* - 88.11 92.89 97.66 107.15 116.60 126.00 135.34 144.64 153.89 163.08 172.24
426 - 92.56 97.58 102.59 112.58 122.52 13241 142.25 152.04 161.78 171.47 181.11
450 - 97.88 103.20 108.51 119.09 129.62 140.10 150.53 160.92 171.25 181.53 191.77
457+ - 99.43 104.83 110.24 120.99 131.69 142.35 152.94 163.51 174.00 184.46 194.86
(465) - 101.21 106.72 112.72 123.16 134.06 14491 155.71 166.46 - - -
480 - 104.54 110.23 115.91 127.23 138.50 149.72 160.89 172.01 - - -
500 - 108.98 114.92 120.84 132.65 144.42 156.13 167.80 179.41 - - -
508 - 110.75 116.78 122.81 134.82 146.77 158.69 170.55 182.36 194.12 205.84 217.50
530 - 115.64 121.95 128.24 140.79 153.30 165.75 178.16 190.51 - - -
(550) - 120.08 126.63 133.17 146.22 159.22 172.16 185.06 197.91 - - -
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LeKePiping GOST 8732-78 | SEAMLESS HOT-WORKED STEEL PIPE SIZES

Table I (cont.

Outside Mass of 1 m of pipes, kg, at wall thickness, mm

diameter, mm (19) 20 22 (24) 25 (26) 28 30 32 (34) (36) 36
20% ; ; ; - i _ i 5 3 - - -
21.3% - - - - - - - - - - - -
22* _ - _ _ - - - - - - - -
25 ; - ; . - ; ; - - ; - -
26.9% ; - ; . - ; _ - - _ - -
28 : - : - - : : - - : - -
30% ; - ; i ] ] ] ) ] _ ] ]
31.8% ; - ; . - ; _ - - _ - -
32 - - - - - - - - - - - -
33.7% - - - - - - - - - - - -
35* _ - - - - - - - - - - -
38 - - - - - - - - - - - -
40% - - - - - - , ; ; , ; i,
42 ; - ; . - ; ; - - ; - -
42.4% ; - ; . - ; - - - - - -
44 5% - - - - - - - - - - - -
45 - - - - - - - - - - - -
48.3* - - - - - - - - - - - -
50 - - - - - - - - - - - -
51* _ - _ - - - - - - - - -
54 ; - ; . - ; ; - - ; - -
57 - - ; _ ] ] _ _ _ ] ] ]
60 - - - - - - - - - - - -
60.3* - - - - - - - - - - - -
63.5 - - - - - - - - - - - -
68 - - - - - - - - - - - -
70 -
73 25.30 - ; - - _ ] )
76 26.71 - - - - _ _ ] )
82.5% 29.75 - ; - - ; _ _ ) ] )
83 29.99 - : - - ; ; _ ] _ _ _
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Table I(cont.)
Outside Mass of 1 m of pipes, kg, at wall thickness, mm
diameter, (19) 20 22 (24) 25 (26) 28 30 32 (34) (35) 36
mm
89 32.80 34.03 36.35 38.47 - - - - - - - -
95 35.61 36.99 39.61 42.02 - - - - - - - -
102 38.89 40.45 43.40 46.17 - - - - - - - -
104* 39.82 41.43 44.49 47.35 - - - - - - - -
108 41.70 43.40 46.66 49.72 51.17 52.58 55.24 - - - - -
114 44.51 46.36 49.92 53.27 54.87 56.43 59.39 - - - - -
121 47.79 49.82 53.71 57.41 59.19 60.91 64.22 - - - - -
127 50.61 52.78 56.97 60.96 62.89 64.76 68.36 71.77 - - - -
133 53.42 55.74 60.22 64.51 66.58 68.61 72.51 76.20 79.71 - - -
140 56.70 59.19 64.02 68.66 70.90 73.10 71.34 81.38 85.23 88.88 90.63 92.33
146 59.51 62.15 67.28 72.21 74.60 76.94 81.48 85.82 89.97 93.91 95.81 97.66
152 62.32 65.11 71.53 75.76 78.30 80.79 85.63 90.26 94.70 98.94 100.99 102.99
159 65.60 68.56 74.33 79.90 82.62 85.28 90.46 95.44 100.22 104.81 107.03 109.20
165%* 68.41 71.52 77.58 83.45 86.31 89.12 94.60 99.88 104.95 109.83 112.20 114.52
168 69.82 73.00 79.21 85.23 88.16 91.05 96.67 102.10 107.33 112.36 114.80 117.19
178% 74.50 77.93 84.64 91.14 94.33 97.46 103.58 109.50 115.21 120.73 123.42 126.06
180 75.44 78.92 85.72 92.33 95.56 98.75 104.96 110.98 116.80 122.42 125.16 127.85
194 82.00 85.82 93.32 100.62 104.20 107.72 114.63 121.34 127.85 134.16 137.24 140.28
203 86.22 90.26 98.20 105.95 109.74 113.49 120.84 127.99 134.95 141.71 145.01 148.27
219 93.71 98.15 106.88 115.42 119.61 123.75 131.89 139.83 147.57 155.12 158.82 162.47
245 105.90 110.98 120.99 130.80 135.64 14042 149.84 159.07 168.09 176.92 181.26 185.55
273 119.02 124.79 136.18 147.38 152.90 158.38 169.18 179.78 190.19 200.40 205.43 210.41
299 131.20 137.61 150.29 162.77 168.93 175.05 187.13 199.02 210.71 222.20 227.87 233.50
324% 142.90 149.94 163.85 177.55 184.34 191.06 204.39 217.51 23042 243.15 249.44 255.67
325 143.38 150.44 164.39 178.16 184.96 191.72 205.09 218.25 231.23 244.00 250.31 256.58
351 155.57 163.26 178.50 193.54 200.99 208.39 223.04 237.49 251.74 265.80 272.76 279.66
356% 157.90 165.72 181.21 196.49 204.07 211.58 226.49 241.19 255.67 269.98 277.05 284.08
377 167.75 176.08 192.61 208.93 217.02 225.06 240.99 256.73 272.26 287.60 295.20 302.74
402 179.46 188.41 206.17 223.73 232.43 241.09 258.26 275.22 291.99 308.56 316.78 324.94
406* 181.32 190.39 208.34 226.08 234.90 243.64 261.02 278.18 295.13 311.90 320.21 328.47
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GOST 8732-78 | SEAMLESS HOT-WORKED STEEL PIPE SIZES

Table 1(cont.
Outside Mass of 1 m is coarse, kg, at wall thickness, mm
diameter, (19) 20 22 24 25 (26) 28 30 32 (34 (35) 36
mm
426 190.71 | 200.25 219.19 237.93 247.23 256.48 274.83 292,98 310.93 328.69 337.49 346.25
450 201.95 | 212.09 232.21 252.14 262.03 271.87 291.40 310.74 329.87 348.81 358.21 367.56
457* - 215.54 236.01 256.27 206.34 276.34 296.23 31591 335.38 354.66 364.23 373.75
(465) - 219.49 240.35 261.02 271.28 281.49 301.76 321.83 341.71 361.39 371.16 380.87
480 - - - - 280.52 291.10 312.12 332.93 353.55 373.97 384.10 394.19
500 - - - - 292.86 303.93 32593 347.73 369.33 390.74 401.37 411.95
508* - 240.68 263.66 286.45 297.77 309.04 331.43 353.62 375.62 397.42 408.25 419.02
530 - - - - 311.35 323.16 346.64 369.92 393.00 415.89 427.26 438.58
(550) - - - - 323.68 335.99 360.45 384.72 408.79 432.66 144.52 456.34
Table I(cont.)
QOutside Mass of 1 m of pipes, kg, at wall thickness, mm
diameter, (38) 40 (42) 45 (48) 50 56 60 63 (65) 70 75
mm

20% - - - - - - - - - - -
21.3* - - - - - - - - - - -
22% - - - - - - - - - - -
25 - - - - - - - - - - -
26.9% - - - - - - - - - - -
28 - - - - - - - - - - -
30%* - - - - - - - - - - -
31.8%* - - - - - - - - - - -
33.7* - - - - - - - - - - -
35% - - - - - - - - - - -
38 - - - - - - - - - - -
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LeKePiping GOST 8732-78 | SEAMLESS HOT-WORKED STEEL PIPE SIZES

Table I(cont.)

Outside Mass of 1 m of pipes, kg, at wall thickness, mm

diameter, mm | (3g) 40 (42) 45 (48) 50 56 60 63 (65) 70 75
40% - - - - - - - - - - - -
42 - - - - - - - - - - - -
42.4% - - - - - - - - - - - -
44.5% - - - - - - - - - - - -
45 - - - - - - - - - - - -
48.3% - - - - - - - - - - - -
50 - - - - - - - - - - - -
51% - - - - - - - - - - - -
54 - - - - - - - - - - - -
57 - - - - - - - - - - - -
60 - - - - - - - - - - - -
60.3% - - - - - - - - - - - -
63.5 - - - - - - - - - - - -
68 - - - - - - - - - - - -
70 - - - - - - - - - - - -
73 - - - - - - - - - - - -
76 - - - - - - - - - - - -
82.5% - - - - - - - . - - - -
83 - - - - - - - - - - - -
89 - - - - - - - - - - - -
95 - - - - - - - - - - - -
102 - - - - - - - - - - - -
104 - - - - - - - - - - - -
108 - - - - - - - - - - -
114 - - - - - - - - - - - -
121 - - - - - - - - - - - -
127 - - - - - - - - - - - -
133 - - - - - - - - - - - -
140 - - - - - - - - - - - -
146 - - - - - - - - - - -
152 - - - - - - - - - - -
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Table I(cont.)
QOutside Mass of 1 m of pipes, kg, at wall thickness, mm
diameter, (38) 40 (42) 45 (48) 50 56 60 63 (65) 70 75
mm

159 - - - - - - - - - - - -
165% - - - - - - - - - - - -
168 121.83 126.27 130.51 136.50 - - - - - - - -
178* 131.19 136.12 140.86 147.59 - - - - - - - -
180 133.07 138.10 142.94 149.82 - - - - - - - -
194 146.19 151.92 157.44 165.36 - - - - - - - -
203 154.63 160.79 166.76 175.34 183.48 188.66 - - - - - -
219 169.62 176.58 183.33 193.10 202.42 208.39 - - - - - -
245 193.99 202.22 210.26 221.95 233.20 240.45 - - - - - -
273 220.23 229.85 239.27 253.03 266.34 274.98 - - - - - -
299 244 .59 255.49 266.20 281.88 297.12 307.04 335.59 353.65 366.67 375.10 395.32 41431
324% 268.00 280.14 292.07 309.61 326.69 337.84 370.10 390.61 405.48 415.15 438.45 460.52
325 268.96 281.14 293.13 310.74 327.90 339.10 371.50 392.12 407.06 416.78 440.21 462.40
351 293.32 306.79 320.06 338.59 358.68 371.16 407.41 430.59 447.46 458.46 485.09 510.49
356%* 297.99 311.70 325.22 .345.12 364.57 377.30 414.29 437.96 455.20 466.44 493.69 519.71
377 317.69 332.44 346.99 368.44 389.45 403.22 442.32 469.06 487.85 500.14 529.98 558.58
402 341.12 357.10 372.88 396.19 419.05 434.04 477.84 506.05 526.70 540.21 573.13 604.82
406* 344.84 361.02 377.00 400.60 423.76 438.95 483.34 511.94 532.88 546.59 580.00 612.18
426 363.61 380.77 397.74 422.82 447 .46 463.64 510.99 541.57 563.96 578.68 614.56 649.21
450 386.10 404.45 422.60 449 .46 475.87 4063.23 544.13 577.08 601.27 617.15 656.00 693.60
457* 392.64 411.33 429.82 457.20 484.12 501.83 553.76 587.40 612.11 628.34 668.04 706.51
(465) 400.16 419.25 438.14 466.10 493.62 511.73 564.85 599.27 624.58 641.20 681.89 721.35
480 414.21 436.04 453.67 482.75 511.38 530.22 585.56 621.47 647.88 665.25 707.78 749.09
500 432.96 453.77 474.39 504.95 535.06 554.88 613.18 651.06 678.96 697.30 742.31 786.09
508%* 44043 461.63 482.64 513.79 544.49 677.66 624.19 662.86 691.34 710.08 756.07 800.83
530 461.07 483.37 505.46 538.28 570.57 591.88 654.61 695.45 725.57 745.39 794.10 841.57
(550) 479.81 503.09 526.18 560.43 594.24 616.54 682.24 725.05 756.64 777.45 828.63 878.57
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Notes:

Dimensions of pipes in brackets shall not be used when designing new equipment.

Mass of 1 m of pipes shall be calculated using formula M=0.02466 5(D,-S),

Where D, is the outside diameter of a pipe, mm;

S is the wall thickness, mm.

The density of steel shall be taken equal to 7.850 g/sm”.

3. Pipes, whose mass is limited by a broken heavy line, shall be produced upon agreement of the
manufacturer with the customer.

4. Pipes with outside diameters and thickness of walls marked with an asterisk should be used in the
contractual-legal relations on economic and scientific-technical cooperation.

(Amended Wording, Amendment No. 2)

3. By length the pipes shall be produced as:

unsized length - within the limits from 4 to 12.5 m;

sized length - within the limits of unsized length;

length multiple the sized one - within the limits of unsized length with an allowance of 5
mm per each cut;

approximate length within the limits of unsized length.
Notes:

1. By the agreement of the manufacturer with the customer it is allowed to produce the pipes of length
beyond the limits specified for pipes of unsized length.

2. For pipes with a wall thickness exceeding 16 mm the length of sized pipes shall be established by the
agreement of the manufacturer with the customer.

3. Pipes of approximate length shall be produced at the customer's request.

(Amended Wording, Amendment No. 1)

4. The maximum deviations in length of pipes of sized length and of length multiple the
sized one shall not exceed the following values: +10 mm - for length up to 6 m; +15 mm - for
length more than 6 m or for outside diameter more than 152 mm; £500 mm - for approximate
length.

(Amended Wording, Amendment No. 1)

5. The maximum deviations in outside diameter and wall thickness of pipes shall not
exceed values specified in table 2 and 3.

Table 2
Outside diameter, mm Maximum deviations for pipes of accuracy of manufacture
Increased standard
Up to 50 incl. +0.5 mm 0.5 mm
Over 50to 219 ™ +0.8 % +1.0%
Over 219 +1.0% +1.25 %
Table 3
Maximum deviations in wall thickness of pipes of
Outside diameter. mm ) Wall accuracy of manufacture, %
’ thickness, mm
increased standard
. +12.5
Up to 15 incl. +12.5 -15.0
Up to 219 Over 15 to 30 +11§;) +12.5
+10.0
30 and more +10.0 125
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Table 3(cont.)
Outside di Maximum deviations in wall thickness of
utst ;I;lameter, Wall thickness, mm pipes of accuracy of manufacture, %
increased standard
. +12.5
Up to 15 incl. 15.0
Over 219 Over 15 to 30 +12.5
+10.0
30 and more 125

6. By the agreement of the manufacturer with the customer pipes may be produced with
combined maximum deviations, for example: in outside diameter of the increased accuracy in
accordance with GOST 9567-75, and in wall thickness of standard accuracy and so on.

7. The ovality and wall thickness difference of pipes shall not extend the size of pipes
beyond the maximum deviations in diameter and wall thickness.

8. The curvature of any section of a pipe on 1 m of length shall not exceed 1.5 mm - for
pipes with wall thickness up to 20 mm; 2.0 mm - for pipes with wall thickness from 20 to 30
mm; 4.0 mm - for pipes with wall thickness more than 30 mm.

9. At the customer's request the pipes shall delivered by inside diameter and wall
thickness, and also by outside and inside diameters and wall thickness difference.

The maximum deviations in inside diameter for pipes with a diameter of 70-203 mm, a
wall thickness of 7-20 mm and ration of diameter to wall thickness equal to or less than 10,
shall not exceed the appropriate maximum deviations in outside diameter specified in table 2.

For the other dimensions of pipes the maximum deviations in inside diameter shall be
established by the agreement of the manufacturer with the customer.

Example identification numbers

Pipe with an outside diameter of 70 mm, a wall thickness of 3.5 mm, a length multiple
1250 mm, standard accuracy of manufacture, from steel of grade 10, produced according to
group b GOST 8731-74

70 x3.5x1250xp. 'OCT 8732 -78
b510TOCT 873174

Tpyoa =

Pipe with an outside diameter of 70 mm, a wall thickness of 3,5 mm, length 6000 mm
(sized length), increased accuracy of manufacture, from steel of grade 40X, produced
according to group B GOST 8731-74

70 x3.5x600011 'OCT 873278

B40X I'OCT 873174

Tpyba =
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The same, unsized length, produced according to group /I GOST 8731-74
70x3.5[1 TOCT 873278
HTOCT 873174
Pipe with an outside diameter of 219 mm, a wall thickness of 10 mm, unsized length of
standard accuracy of manufacture, from steel of grade Ct4cm, category of steel 1, produced
according to group b GOST 8731-74 of an ingot
219x10I'OCT 8732 -78
b Cmden F'OCT 873174

Pipe with an inside diameter of 70 mm, a wall thickness of 3.5 mm, length 6 000 mm
(sized length) with standard accuracy of manufacture, from steel of grade 10, produced
according to group b GOST 8731-74

6n.70 x3.5x6000 I'OCT 8732 -78

510IOCT 8731-74

Pipe with an outside diameter of 95 mm, an inside diameter of 76 mm, permitted wall
thickness difference of unsized length, standard accuracy of manufacture, from steel of grade
10, produced according to group b GOST 8731-74

95 xn.x76 I'OCT 8732 -78
b10IOCT 873174

Tpyba =

Tpyba =

Tpyba =

Tpyba =

(Amended Wording, Amendment No. 2)
10. The technical requirements shall comply with GOST 8731-87,
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PROJECT SUPPORT

Send your requirement

Send a drawing, product list, size, material grade, standard, schedule or wall thickness, testing and project document
requirements.

EMAIL info@lkpiping.com
WHATSAPP +86 139 0327 9556
TECHNICAL RESOURCES www.lkpiping.com/technical/

RESPONSE AND DOCUMENT COORDINATION

Initial enquiries are answered within 24 hours, including weekends, by email or WhatsApp. Drawing review,
material/standard matching and project document requirements can be discussed and organized with the buyer.
Third-party inspection can be buyer-nominated or coordinated on request.

ADDRESS

Longtan Industrial Zone, Yanta Road, Yanshan County, Cangzhou City,

Hebei Province, China
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