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STEEL FLANGE DIMENSIONS

SLIP-ON-WELDING PLATE
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FF and RF flange geometry and PNO.25 to PN4.0 dimensions

PLATE FLANGES SLIP-ON WELDING
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METRIC DIMENSIONS PN PRESSURE CLASSES

Technical reference prepared for product and project requirement review.

Confirm final material, dimensions, testing and documentation before ordering.
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QUICK INDEX

GB/T 9119-2000

Technical data navigation

Use the index below to open the corresponding technical section.
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PNO.25 dimensions Table 1 dimensional data for PN0.25 MPa plate flanges 5
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PN1.0 and PN1.6 dimensions Tables 3 and 4 dimensional data 7
PN2.5 and PN4.0 dimensions Tables 5 and 6 dimensional data 9

REFERENCE NOTE

Source dimensional values and footnotes are retained. Confirm the applicable material, grade, schedule and project specification
before ordering.
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LeKePiping

GB/T 9119-2000 | SLIP-ON-WELDING PLATE FLANGES

Slip-on-welding plate steel pipe flanges
with flat face or raised face

GB/T 9119—2000

GB/T 9119.1 9119.10—1988
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GB/T 9119—2000
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GB/T 9119—2000

1 PNO.25 MPa 2.5bar mm

DN D K L n C

10

15

20

25

32

40

50

65

80

100
PNO.6MPa

125

150

200

250

300

350

400

450

500

600

700 711 720 860 810 26 24 M24 772 5 36 715 724

800 813 820 975 920 30 24 M27 878 5 38 817 824

900 914 920 1075 | 1020 30 24 M27 978 40 918 924

1000|1016 | 1020 | 1175 | 1120 30 28 M27 1078 42 1020 | 1024

1200 1220 1375 | 1320 30 32 M27 1295 5 44 1224

1400 1420 1575 1520 30 36 M27 1510 5 48 1424

1600 1620 1790 | 1730 30 40 M27 1710 5 51 1624

1800 1820 1990 | 1930 30 44 M27 1918 5 54 1824

2000 2020 2190 | 2130 30 48 M27 2125 5 58 2024
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GB/T 9119—2000

2 PNO0.6 MPa 6bar mm
A B
d f
DN D K L n C
10 17.2 14 75 50 11 4 M10 33 2 12 18 15
15 21.3 18 80 55 11 4 M10 38 2 12 22 19
20 26.9 25 90 65 11 4 M10 48 2 14 275 26
25 337 32 100 75 11 4 M10 58 2 14 345 33
32 42.4 38 120 90 14 4 M12 69 2 16 435 39
40 48.3 45 130 100 14 4 M12 78 2 16 49.5 46
50 60.3 57 140 110 14 4 M12 88 2 16 61.5 59
65 76.1 76 160 130 14 4 M12 108 2 16 775 78
80 88.9 89 190 150 18 4 M16 124 2 18 90.5 91
100 114.3 108 210 170 18 4 M16 144 2 18 116 110
125 | 139.7 133 240 200 18 8 M16 174 2 20 1415 | 135
150 | 168.3 159 265 225 18 8 M16 199 2 20 1705 | 161
200 | 219.1 219 320 280 18 8 M16 254 2 22 2215 | 222
250 273 273 375 335 18 12 M16 309 2 24 276.5 276
300 | 3239 325 440 395 22 12 M20 363 2 24 3275 | 328
350 355.6 377 490 445 22 12 M20 413 2 26 359.5 380
400 406.4 426 540 495 22 16 M20 463 2 28 411 430
450 457 480 595 550 22 16 M20 518 2 30 462 484
500 508 530 645 600 22 20 M20 568 2 32 5135 | 534
600 610 630 755 705 26 20 M24 667 2 36 616.5 634
700 711 720 860 810 26 24 M24 772 5 40 715 724
800 813 820 975 920 30 24 M27 878 5 44 817 824
900 914 920 1075 1020 30 24 M27 978 5 48 918 924
1000 | 1016 1020 1175 1120 30 28 M27 1078 5 52 1020 | 1024
1200 1220 1405 1340 33 32 M30 1295 5 60 1224
1400 1420 1630 | 1560 36 36 M33 | 1510 5 68 1424
1600 1620 1830 1760 36 40 M33 1710 5 76 1624
1800 1820 2 045 1970 39 44 M36 1918 5 84 1824
2000 2020 2265 | 2180 42 48 M39 | 2125 5 92 2024
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3 PN1.0 MPa 10bar mm
A B
d f

DN D K L n C
10
15
20
25 PN4.0MPa
32
40
50
65
80
100 PN1.6MPa
125
150
200 | 219.1 219 340 295 22 8 M20 266 2 24 2215 | 222
250 273 273 395 350 22 12 M20 319 2 26 276.5 276
300 | 3239 325 445 400 22 12 M20 370 2 28 3275 328
350 | 355.6 377 505 460 22 16 M20 429 2 30 359.5 380
400 | 406.4 426 565 515 26 16 M24 480 2 32 411 430
450 457 480 615 565 26 20 M24 530 2 35 462 484
500 508 530 670 620 26 20 M24 582 2 38 5135 534
600 610 630 780 725 30 20 M27 682 2 42 616.5 634
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GB/T 9119—2000

4 PN1.6 MPa 16bar mm
A B
d f
DN D K L n c
10
15
20
25 PN4.0MPa
32
40
50
65 76.1 76 185 145 18 4 M16 118 2 20 775 78
80 88.9 89 200 160 18 8 M16 132 2 20 90.5 91
100 114.3 108 220 180 18 8 M16 156 2 22 116 110
125 | 139.7 133 250 210 18 8 M16 184 2 22 1415 | 135
150 168.3 159 285 240 22 8 M20 211 2 24 170.5 161
200 | 219.1 219 340 295 22 12 M20 266 2 26 2215 | 222
250 273 273 405 355 26 12 M24 319 2 28 276.5 276
300 323.9 325 460 410 26 12 M24 370 2 32 3275 328
350 355.6 377 520 470 26 16 M24 429 2 35 359.5 380
400 406.4 426 580 525 30 16 mM27 480 2 38 411 430
450 457 480 640 585 30 20 M27 548 2 42 462 484
500 508 530 715 650 33 20 M30 609 2 46 513.5 534
600 610 630 840 770 36 20 M33 720 2 52 616.5 634
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GB/T 9119—2000

5 PN2.5MPa 25bar mm
A B
d f

DN D K L n c
10
15
20
25
32
40
50 PN4.0MPa
65
80
100
125
150
200 | 219.1 219 360 310 26 12 M24 274 2 32 2215 222
250 273 273 425 370 30 12 M27 330 2 35 276.5 276
300 323.9 325 485 430 30 16 M27 389 2 38 3275 328
350 355.6 377 555 490 33 16 M30 448 2 42 359.5 384
400 406.4 426 620 550 36 16 M33 503 2 46 411 430
450 457 480 670 600 36 20 M33 548 2 50 462 484
500 508 530 730 660 36 20 M33 609 2 56 5135 534
600 610 630 845 770 39 20 M36 720 2 68 616.5 634
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6 PN4.0 MPa 40bar mm
A B
d f

DN D K L n c

10 17.2 14 90 60 14 4 M12 41 2 14 18 15
15 21.3 18 95 65 14 4 M12 46 2 14 22 19
20 26.9 25 105 75 14 4 M12 56 2 16 275 26
25 337 32 115 85 14 4 M12 65 2 16 345 33
32 42.4 38 140 100 18 4 M16 76 2 18 435 39
40 48.3 45 150 110 18 4 M16 84 2 18 495 46
50 60.3 57 165 125 18 4 M16 99 2 20 61.5 59
65 76.1 76 185 145 18 8 M16 118 2 22 775 78
80 88.9 89 200 160 18 8 M16 132 2 24 90.5 91
100 | 114.3 108 235 190 22 8 M20 156 2 26 116 110
125 139.7 133 270 220 26 8 M24 184 2 28 141.5 135
150 168.3 159 300 250 26 8 M24 211 2 30 170.5 161
200 | 219.1 | 219 375 320 30 12 M27 284 2 36 2215 | 222
250 273 273 450 385 33 12 M30 345 2 42 276.5 276
300 |323.9 | 325 515 450 33 16 M30 409 2 48 3275 | 328
350 355.6 377 580 510 36 16 M33 465 2 55 359.5 380
400 | 406.4 | 426 660 585 39 16 M36 535 2 60 411 430
450 457 480 685 610 39 20 M36 560 2 66 462 484
500 508 530 755 670 42 20 M39 615 2 72 513.5 534
600 610 630 890 795 48 20 M45 735 2 84 616.5 | 634
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PROJECT SUPPORT

Send your requirement

Send a drawing, product list, size, material grade, standard, schedule or wall thickness, testing and project document
requirements.

EMAIL info@lkpiping.com
WHATSAPP +86 139 0327 9556
TECHNICAL RESOURCES www.lkpiping.com/technical/

RESPONSE AND DOCUMENT COORDINATION

Initial enquiries are answered within 24 hours, including weekends, by email or WhatsApp. Drawing review,
material/standard matching and project document requirements can be discussed and organized with the buyer.
Third-party inspection can be buyer-nominated or coordinated on request.

ADDRESS

Longtan Industrial Zone, Yanta Road, Yanshan County, Cangzhou City,

Hebei Province, China
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