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WELD NECK FLANGE DIMENSIONAL REFERENCE

WELD NECK FLANGE
BORE DIMENSIONS
BY PIPE SCHEDULE

DN 15-DN 600

NPS 1/2-NPS 24 | Pipe O.D. and bore dimensions in millimetres

PIPE O.D. SCH. 5S-160
DN AND NPS SINGLE WIDE TABLE
BORE I.D. PROJECT SELECTION

Technical reference prepared for product and project requirement review.

Confirm final material, dimensions, testing and documentation before ordering.
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QUICK INDEX

DN 15-DN 600

Technical data navigation

Use the index below to open the corresponding technical section.

CONTENTS

SECTION

Bore dimensions by nominal size and schedohe 15-DN 600; NPS 1/2-NPS 24; Sch. 5S through Sch. 160

REFERENCE NOTE
Source dimensional values and footnotes are retained. Confirm the applicable material, grade, schedule and project specification

before ordering.
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LeKe Piping

WELD NECK FLANGE BORE DIMENSIONS BY PIPE SCHEDULE

All dimensions are in millimetres. Pipe O.D. is shown as A.

NOMINAL SIZE AND PIPE O.D. FLANGE BORE I.D. BY PIPE THICKNESS SCHEDULE

DN NPS PIPiO.D. Sch. 58 Sch. 10S Sch. 10 Sch. 20 Sch. 30 Sch. 40S Sch. 40 Sch. 60 Sch. 80S Sch. 80 Sch. 100 Sch. 120 Sch. 140 Sch. 160
15 1/2 21.3 18 17 - - - 15.5 155 - 14 14 - - - 12
20 3/4 26.9 235 22.5 ® = ® 21 21 = 18.5 18.5 ® = ® 15.5
25 1 33.7 30.5 27.5 - - - 27 27 - 24.5 24.5 - - - 21
32 11/4 42.4 39 36.5 o = ° 35 85 = 32 32 ° = ° 29.5
40 1172 48.3 45 42.5 - - - 41 41 - 38 38 - - - 34
50 2 60.3 57 54.5 - 53.5 - 52 52 - 49 49 - - - 42.5
65 21/2 76.1 72 69.5 - 67 - 66 66 - 61.5 61.5 - - - 56
80 3 88.9 84.5 82.5 = 79.5 = 77.5 77.5 - 72.5 72.5 = - - 66.5
100 4 114.3 110 107.5 - 104 - 1015 1015 - 96.5 96.5 - 92 - 85.5
125 5 139.7 133.5 132.5 o 129.5 ° 127 127 = 119.5 119.5 o 1145 o 107.5
150 6 168.3 162.5 161 - 157 - 154 154 - 146 146 - 139.5 - 133
200 8 219.1 213 211 o 206.5 204.5 203 203 199 194 194 187 184 179 174.5
250 10 273 265.5 265 - 260 257 255 255 248 248 241 238 228.5 223 217
300 12 323.9 315.5 314.5 - 311 306 303.5 303.5 295.5 298.5 288.5 279.5 273.5 267.5 259.5
350 14 355.6 347.5 345.5 343 339.5 335.5 335.5 333.5 323.5 330.5 315.5 305.5 299.5 291.5 283.5
400 16 406.4 398 396 393.5 390 386 386 381 371 381 362 350 346 334 326
450 18 457 449 447 444 441 435 437 428.5 417 432 407 397 385 377 367
500 20 508 498 496.5 495 488 483 488 476 468 483 452 444 428 418 408
550 22 559 549 547.5 546 539 534 539 - 509 534 503 487 479 459 449
600 24 610 598.5 597 597 590 581.5 590 575 560 585 546 530 520 500 490

Source: customer-supplied workbook 1.xlIsx | Verify bore selection against the applicable flange standard and purchase specification.
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PROJECT SUPPORT

Send your requirement

Send a drawing, product list, size, material grade, standard, schedule or wall thickness, testing and project document
requirements.

EMAIL info@lkpiping.com
WHATSAPP +86 139 0327 9556
TECHNICAL RESOURCES www.lkpiping.com/technical/

RESPONSE AND DOCUMENT COORDINATION

Initial enquiries are answered within 24 hours, including weekends, by email or WhatsApp. Drawing review,
material/standard matching and project document requirements can be discussed and organized with the buyer.
Third-party inspection can be buyer-nominated or coordinated on request.

ADDRESS

Longtan Industrial Zone, Yanta Road, Yanshan County, Cangzhou City,

Hebei Province, China
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